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Step 1Part list

Additional content provided

For safety reason you will need 3 people for the mounting

operation process.

Approx time to mount 30min.

TABLE

ITEM

QTY

COMMENTS

1 1 Back Module

2 1

Right Side Module

3 1 Left Side Module

4 1

Upper Seat Module

5 1 Middle Seat Module

6 1 Lower Set Module

7 1 Front Module

8 10 Screw M8x25

9 10 Nut M8

10 20 Washer M8
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Step 3Step 2

1. Place back part on the ground

and hold by one man.

2. Add left side and add the fixing screws

3. Add left side and add the fixing screws
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For safety reason you 

will need 3 people

for the mounting

operation process.
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4. a)Open the side legs with small angle and add the upper seat module.

b) Twist the sides in and they will get fixed in the construction.
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twist

: Mounting base with back and sides : Mounting upper seat module

OBSERVATION! Need to be careful in the 

corner mounting to avoid scratch marks in the 

surface treatment.

If you need to adjust mounting pressure,

just adjust the "pressure wing" a little bit with a tool



L ( 1 : 4 )

STEP 4: Mounting middle seat module

a) Same procedure as mounting upper seat module.

b) Open up angle little bit. Measure distance like in picture.

c) Twist the sides in and they will get fixed in the construction.
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STEP 5: Mounting lower seat module

a) Same procedure as mounting upper and middle seat module.

b) Open up angle little bit. Measure distance like in picture.

c) Twist the sides in and they will get fixed in the construction.
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Twist in the side module in seat middle contruction

Twist in the side module in seat lower contruction



STEP 6: Mounting end module STEP 7: Mounting to the ground

Mounting hole for ground fixation (x4)


